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Did you mean: obtained and define a set of spiii mask value 
[APPucATiONj Security countermeasures for power analysis attacks 

US Pat. 10825291 ■ Filed Apr I B, 2004 

4 shows a split mask process for key 102 to be masi<ed to become a set of four 
... Value m3 is defined starting with the key mask and exclusive or'ing that ... 

[APPLiCATiONj Key masl<ing for cryptographic processes 

US Pat. 1 11 28206 ■ Filed May 13, 2005 • Research \n Motion Limited 

... defined masked key value is comprised of split key values and the set of key 

... value into a set of split key values, b) defining a set of random mask ... 

Generaiized configurator using a declaratively constructed two-level bi ... 

US Pal. 5630025 - Filed Jul 13, 1994 - UNISYS CorporatJon 

If this set intention is that the first name be a "group" name, ... <boolean. 

expression> tiers include Separate, Prefer, (Mask Split), (Mask ... 



Method and apparatus for detecting position/variance of Input light using ... 
l.iS Pat. 4874939 - Filed Sep 25, 1987 - Kabushik: Kaisha Kobe Seiko She 
7 (a)] and to the photo- diode 1 9-3 covered by the second shielding mask 226 [ 
refer to ... to the current value IQ in the fourth embodiment can be obtained. 



Printing apparatus an 

us Pat 6076981 ■ Filed Nov 24, 1S97 - Seiko Fpson Corpoiation, King jim Co., Ltd. 
A printing apparatus according to claim 8, wherein each of the split puise 
applying ... a plurality of split pulses obtained by dividing the strobe pulse. 



BackgrouDdj-gggy^^^^^^^ 

The split for each object. No complete solution for 1) was threshold value is 
dynamically decided after checking line obtained. For example, in rotational ... 

[APPLiCATioNj Tab l e spiitti ng for cryptogra phic process es 

us Pat, 11 368504 - Filed Mar 7, 2006 - Research in ivlotion Limited 

... a mask value, [0025] generating one or more sets of split masked tables ... 

data word having bits with defined bit locations, each set of random value ... 



Method for load balancing in a network switch 

US Pat. 6952401 - Filed sviar 17, 2000 ■- Broadcom Corporation 

As an example, the 64 byte packet key can be split up into 416 byte subfields. 

Each subfield has a 3 bit mask associated therewith that indicates a multiple 



Inkjet printing apparatus and Inkjet printing method for forming an image ... 

US Pat, 6874864 - Filed Jul 31 , 2000 - Canon Kabushiki Kaisha 

A mask pattern generated by the above means is defined as a ... the print head 

HI 001 are set at lower values (6.25%) than those of other split areas el, e2. 
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